
 

	 	 	 	 Product Data 

	 	 	 	 12“/1,5“ coaxial  3-way Top 

    Series:  LABTOP 

    Model:   LABTOP 12.3 (full active) 

    Dimensions H 672 x W 416 x D 366 mm 

    Local Box H 720 x W 430 x D 390 mm 

    Export Box H 775 x W 490 x D 445 mm 

    Net weight 27,5 kg 

    Export boxed 30,5 kg 

——————————————————————————————————————————————————————— 

Total System Power (RMS/Peak)    2100/2450 W 

Max SPL (program)     131 dB 

Max SPL (peak)      138 dB 

Crossover Type      External FIR Filter via Labcon 

Frequency Range (-6 dB)    48 Hz - 21 kHz 

Crossover Frequency     650 Hz/6,3 kHz 

Directivity (horizontal x vertical)    60° x 40°  

Low Frequency Driver Chassis type   Cone driver, port loaded 

Low Frequency Driver Magnet    Neodymium 

Low Frequency Driver Chassis diameter   12“ / 318 mm 

Low Frequency Driver Voicecoil diameter  4“ / 101,6 mm 

Mid Frequency Driver Chassis type   hornl. coaxial ringradiator compression driver 

Mid Frequency Driver Magnet    Neodymium 

Mid Frequency Driver Exit diameter   1,5“ / 38,1 mm 

Mid Frequency Driver Voicecoil diameter   3,5“  / 90 mm 

High Frequency Driver Chassis type   hornl. coaxial ringradiator compression driver 

High Frequency Driver Magnet    Neodymium 

High Frequency Driver Exit diameter   1,5“ / 38,1 mm 

High Frequency Driver Voicecoil diameter  1,75“  / 44,4 mm 
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Frequency response LT 12.3 

 

Horizontal Isobars LT 12.3
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